
Level 2
32' - 0"

3 2A
TAPERED RIGID INSULATION

CONCRETE MASONRY
UNITS FASCIA - REFER TO
STRUCT. ENG. DWGS. FOR
MORE INFORMATION

STRUCT. LINTEL - RE:
STRUCT. ENG. DWGS.

Level 1 - Comm. Ctr.
20' - 0"

EXPANSION JOINT, TYP.

VAPOR BARRIER

CLEAN AND WELL
COMPACTED TERMITE
TREATED SOIL, TYP.

CONCRETE FOOTING -
RE: STRUCTURAL
ENGINEERING
DRAWINGS FOR SIZE
AND REINFORCING

COLUMN BEYOND - RE:
FLOOR PLAN FOR
LOCATIONS AND SIZES
AND STRUCTURAL ENG.
DRAWINGS FOR
ADDITIONAL INFORMATION

EXTERIOR WALL SCONCE -
RE: ELECTRICAL
ENGINEERING DRAWINGS FOR
TYPE AND SPECS

CONCRETE SLAB ON PREPARED FILL -
RE: STRUCTURAL ENGINEERING
DRAWINGS

BRACING AND
SUPPORTS AS
REQUIRED, TYP.

1/4" PER FOOT MAX.

RECESSED
EXTERIOR DOWN
LIGHT BEYOND

5/8" STUCCO ON HI-RIBBED
METAL LATCH ON 6" METAL
JOISTS  @ 24" O.C. MAX.

CONTINUOUS VENTED  “F” REVEAL (4
SIDES - ALL EXTEIOR SOFFITS,
TYP.) FRY REGLET FDM-625-V-75

PAVING AS SPECIFIED - VARIES PER
LOCATION (REFER TO SITE PLAN AND
CIVIL ENGINEERING DRAWINGS)

PAVING SUBSTRATE OR
EXTERIOR FILL AS SPECIFIED -
REFER TO CIVIL ENGINEERING
DRAWINGS FOR TYPES

EXPANSION
JOINT, TYP.

EXPOSED
CONCRETE
MASONRY
UNITS
EXTERIOR
WALLS AND
COLUMNS,
TYP.

RECESSED LIGHT - RE: REFLECTED
CEILING PLAN AND ELEC. ENG. DWGS.
FOR LIGHTING

DRINKING
FOUNTAINS

SKYLIGHT BEYOND

SEAL-OFF TOP OF  FULL
HEIGHT WALLS, TYP.

REFER TO REFLECTED
CEILING PLAN FOR
CEILING INFORMATION

1/4" PER FOOT MAX.

PROVIDE DOUBLE 20 GA. METAL STUDS @
12" O.C. UP TO 24" MIN. FROM CENTER LINE
OF DRINKING FOUNTAINS ASSEMBLY AND
FIRE RETARDANT TREATED WOOD
GROUNDS OR OTHER APPROVED
REINFORCING AS REQ'D

ROOF DRAIN - REFER TO
ROOF PLAN AND TO
PLUMBING ENGINEERING
DRAWINGS FOR LOCATIONS
AND ADDITIONAL
INFORMATIONB
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32' - 0"

Level 2
32' - 0"

Level 3
42' - 0"

T.O. Parapet
36' - 3 1/2"
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Level 1 - Comm. Ctr.
20' - 0"
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 3/4" = 1'-0"
1 Wall Sections (East Side)

 3/4" = 1'-0"4a Roof Drain

Section: East Exterior Wall2
3/4" = 1'-0"

Section: Interior Wall with Drinking Fountain3
3/4" = 1'-0"

Section: East Exterior Wall4
3/4" = 1'-0"

Section: East Exterior Wall5
3/4" = 1'-0"

3/4" = 1'-0"

 3/4" = 1'-0"
4 Section - High Corridor Wall


