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number of node points (NUMNP) = 79446
number of element types (NELTYP) = 3
number of Toad cases (LL) = 1
number of frequencies (NF) = 0
analysis type code (NDYN) = 0
equations per block (KEQB) = 0
bandwidth minimization flag (MINBND) = -1
gravitational constant (GRAV) = 3.8640E+02
number of equations (NEQ) = 473388
** PRINT OF NODAL DATA SUPPRESSED
* PRINT OF EQUATION NUMBERS SUPPRESSED
* part 1: plate (shell) elements
The maximum warp angle = 3.3420E+00 degrees
There are 8569 quadrilateral elements over tolerance : 1.0000E-01
Total 382 triangle elements.
* PRINT OF TYPE-6 ELEMENT DATA SUPPRESSED
Part 2: plate (shell) elements
*%%|The maximum warp angle = 8.9931E-02 degrees
There are 0 quadrilateral elements over tolerance : 1.0000E-01
**% PRINT OF TYPE-6 ELEMENT DATA SUPPRESSED
Part 3: plate (shell) elements
** [The maximum warp angle = 7./067E+00 degrees
Ther$ are 12 qu?drilatera1 elements over tolerance : 1.0000E-01
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PRINT OF TYPE-6 ELEMENT DATA SUPPRESSED

** Hard disk file size information for processor:

Available hard disk space on current drive = 624824.188 megabytes
Gravity direction vector = 0.0000E+00 0.0000E+00 -1.0000E+00
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