
1

1

2

2

3

3

4

4

A A

B B

RESEARCH & DEVELOPMENT
Technology Center, 340 Commercial Street

Manchester, New Hampshire 03101

1

QA APPR.
Linda Pickering

.XX

.XX

.XXX
ANGLE

=   .02 [.5], DIMS OVER 6.00
=   .01 [.25], 0.00 THRU 6.00
=   .005 [.13],
=   0� 30'

FINAL APPR.

MFG. APPR.

DKPL-60051-001.iam
CAD FILE NO.

3/10/2010

K. Grant
CHECKED BY

DRAWN BY 1/25/2010

3/10/2010

APPROVALS

2 Brett Rudolf

Kevin Grant

Thomas Friedrich

SEE NOTE 2

DATE PLOTTED

ENG. APPR.

3/10/2010
I. P. NO.

N/A 3
FINISH: 

ALL DIMENSIONS ARE IN INCHES [MILLIMETERS],
UNLESS OTHER WISE SPECIFIED.

SEE DETAILS LEVELMATERIAL: 

IMPLIED TOLERANCES

DEKA RESEARCH & DEVELOPMENT CORP. 
PROPRIETARY RIGHTS ARE INCLUDED HEREIN. 
THIS INFORMATION MAY NOT BE COPIED, 
TRANSFERRED, OR DISCLOSED EXCEPT AS 
AUTHORIZED BY DEKA RESEARCH & 
DEVELOPMENT CORP.

NOTICE
�

3/11/2010

3/10/2010

B

CABLE, VARI-BINARY VALVE
TITLE

2 : 1SCALE
DKPL-60051-001

DWG NOSIZE

DO NOT SCALE DWG. SHEET   1    OF   1 

S
E

E
 N

O
TE

 2
D

K
P

L-60051-001
D

W
G

 N
O

I. P
. N

O
.

N
E

X
T H

IG
H

ER
 AS

S
Y

.

1.0
REV

P.C. NO.

D
K

P
L-20063-001

N/A

4. MINIMUM INSPECTION FEATURES ARE IDENTIFIED WITH AN OVAL "          ".
3. MANUFACTURE TO IPC/WHMA-A-620 CLASS 2 STANDARD.
2. WHEN ASSEMBLED AT DEKA R & D - INSPECT PER I.P. #08;
    WHEN ASSEMBLED BY AN OUTSIDE SOURCE - INSPECT PER I.P. #13.
1. INTERPRET DRAWING IN ACCORDANCE WITH ASME Y14.5: 2009.

NOTES: UNLESS OTHERWISE SPECIFIED.

WIRE #1 (RED)

CONNECTOR, 30 COND.
SAMTEC # FFSD-15-01-N
ORIENTATION AS SHOWN

CONNECTOR, 30 COND.
SAMTEC # FFSD-15-01-N

ORIENTATION AS SHOWN

RIBBON CABLE, 30 AWG,
30 CONDUCTOR,

SAMTEC # CB-30-30-7/38-025-GR

REVISION HISTORY
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1.0 RELEASE TO CHANGE ORDER CONTROL 3/11/2010 Thomas Friedrich
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