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HOUSING, 4 CONDUCTOR
(DEKA R&D #A7010-03-075)

MOLEX # 43645-0400

4X CRIMP TERMINAL
(DEKA R&D #A7010-07-072)

MOLEX # 43030-0007

HOUSING, 4 CONDUCTOR
(DEKA R&D #A7010-03-075)
MOLEX # 43645-0400

4X CRIMP TERMINAL
(DEKA R&D #A7010-07-072)
MOLEX # 43030-0007

WIRE (RED) 26 AWG, 300V
(DEKA R&D # T2609-000-020)
McMASTER CARR # 7587K912
OR DEKA APPROVED EQUIVALENT

WIRE (GRN) 26 AWG, 300V
(DEKA R&D # T2605-000-020)
McMASTER CARR # 7587K13

OR DEKA APPROVED EQUIVALENT

WIRE (ORG) 26 AWG, 300V
(DEKA R&D # T2607-000-020)

McMASTER CARR # 7587K919
OR DEKA APPROVED EQUIVALENT

WIRE (BLK) 26 AWG, 300V
(DEKA R&D # T2601-000-020)

McMASTER CARR # 7587K911
OR DEKA APPROVED EQUIVALENT

7 1/2 ±1/2

6. CERTIFICATE OF CONFORMANCE TO THE PART DRAWING
    SPECIFICATION REQUIRED.
5. MINIMUM INSPECTION FEATURES ARE IDENTIFIED WITH AN OVAL "           ".
4. MANUFACTURE TO IPC/WHMA-A-620 CLASS 2 STANDARD.
3. ASSEMBLE CONTACTS USING MANUFACTURER'S RECOMMENDED CRIMP TOOL.
2. WHEN ASSEMBLED AT DEKA R&D - INSPECT PER I.P. #08.
    WHEN ASSEMBLED BY AN OUTSIDE SOURCE - INSPECT PER I.P. #13.
1. INTERPRET DRAWING IN ACCORDANCE WITH ASME Y14.5: 2009.

NOTES: UNLESS OTHERWISE SPECIFIED.

REVISION HISTORY
ZONE REV DESCRIPTION DATE APPROVED

 1.2 SWAP ORG & GRN WIRES.
UPDATE PROPRIETARY STATEMENT. ECO #4443 8/22/12 K. GRANT

1.3 SWAP P/N OF ORG & GRN WIRES.
ADD DEKA COPYRIGHT. ECO #4723 11/29/2012 KEVIN GRANT


